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This product is only applicable

for use in the MPT Series of

Surge Protective Devices.  It

is not intended for any other

application.  There are no

Customer servieable parts

inside and tampering with the

device will nullify all 

warranties.

Replaceable Protection Module

PRODUCT FEATURES

Specification Sheet

PERFORMANCE
u Maximum Surge Current (8/20us waveform):  160kA, 240kA

or 320kA per phase (based on specific model number)

u Operating Frequency: 47/63Hz

u EMI/RFI Noise Filtering:  -50dB @ 100KHz (MIL-STD-220A) 
Filtering is optional

u Operating Temperature Range: -400 to + 850 C

u Operating Humidity Range: 0 to 95% (non-condensing)

LAYOUT INFORMATION

Ordering Information:
MODEL NUMBER

RPMXXX/120-0
RPMXXX/240-0
RPMXXX/220-0
RPMXXX/230-0
RPMXXX/277-0
RPMXXX/480-0

SERVICE VOLTAGE
120 volt Single ÿ
240 Volt Single ÿ
220 Volt Single ÿ
230 Volt Single ÿ
277 Volt Single ÿ
240 Volt Single ÿ

MCOV
150Vac
320Vac
320Vac
320Vac
320Vac
550Vac

L-N
400V
800V
800V
800V
800V
- - -

L-G
400V
800V
800V
1500V
1500V
1500V

N-G
700V
1500V
1500V
1500V
1500V

- - -

L-L
N/A
N/A
- - -
- - -
- - -
- - -

NOTES: 1. Replace XXX with desired kA rating, per phase: 160 for 160kA, 240 for 240kA and 320 for 320kA.
2. Replace O with F at the end of the part number if filtering is required.

CLAMP VOLTAGE RATINGS Per UL 1449 2nd Edition

u UL 1449, 2nd Edition, Recognized Components

u Patented Integrated Thermal Overload Protection

u Solid State MOV (40mm) Components

u Low Impedance Construction Provides Low Clamping

u Fault Current Rating: 25kA rms Symmetrical

u Optional Filtering Listed to UL 1283, 3rd Edition

u Comprehensive 5 Year Warranty

u Shipping Weight=205-3.0lbs

Transient Voltage Surge Suppression for ...
OEM & CUSTOM BUILD APPLICATIONS

RPM SERIES

RPM Modules
are color
coded by
voltage
application.
When
replacing,
make sure that
you have the
correct module
for the
application at
hand.  Using
the wrong
module is
hazardous to
your
installation and
could
compromise
personnel
safety.

RPM Modules are Transident Voltage Surge Suppressors capable of
providing heavy-duty surge protection and filtering for industrial and
commercial sites against the harmful affects of transient energies induced on
AC power lines.

The RPM’s unique construction allows it to deliver low clamping voltages
while safely handling large surge currents.  It can be incorporated into an
OEM or VAR protection design and provided the end enclosure is UL Listed
it will maintain its UL status as a TVSS device.  One module per phase is
required.

Configured for parallel installation, units cost nothing to maintain and are
easy to upgrade while in service.  All models have a 25kA rms symmetrical
fault current rating and are rated for application on service panels greater
than 400 Amps.

The surge suppression function of the RPM is provided by large diameter
(40mm) MOV technology and patented (U.S. Patent # 4866560) thermal
overload protection.  Each module is capable of providing L-N, L-G and
N-G protection modes.

On-board LED indicators continuously monitor the operational status of
each protection mode.  Additional safety features include color-coded labels
and keyed mounting by voltage application.

YELLOW LED
NEUTRAL TO GROUND
WARNING INDICATOR

NORMAL OPERATION = OFF

NOTE:
DELTA CONFIGURED

MODULES DO NOT INCLUDE
THE AMBER FEATURE

SENSOR CABLE
INTERFACE

PHASE BUS

KEYED (GROUNDED)
MOUNTING BRACKET

Lt.
Blue

YellowRedGreen

RPM GROUND KEYS

120 VOLT 347-480 VOLT220-277 VOLT

Keyed grounding tabs prevent the misapplication of a module to incorrect voltages.
COMPRESSION

LUG

LOCK
WASHER

6-32 X 3/8”
Slotted (2) each

1/4-20 X 3/4”
PHASE BUS

1/4-28 X 1/2”
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6-32

LOCK
WASHER

PHASE BUS
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